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D55 - D60 - D84 LED installation (3x1W)
The LED drivers must be necessarily installed in aereted rooms far from heat sources, as well
Max lenght cables 15 mt.

means that there are 2 possibilities:

Installation examples
1 LED connection

1

8 LED series connection

9 LED series connection
max 15 mt.

2 LED series connection 3 LED series connection
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D55 - D60 - D84 single colour LED installation (1x3 LED)
The LED drivers must be necessarily installed in aereted rooms far from heat sources, as well
Max lenght cables 15 mt.
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D55 - D60 - D84 single colour LED installation (3x3W LED)
The LED drivers must be necessarily installed in aereted rooms far from heat sources, as well
Max lenght cables 15 mt.
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switchDIM

B
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switchDIM
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D67 Zen
Installazione D67 L11 - D67 L12 - D67 L13 - D67 L41 - D67 L42 - D67 L43
D67 L11 - D67 L12 - D67 L13 - D67 L41 - D67 L42 - D67 L43 installation

LED indicatore di Carica
LED Charge indicator

Alimentatore permanente
Unswitched supply

Batteria
Battery

Interruttore di prova
Test switch

Alimentatore ON-OFF
Switched supply
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D67 Zen
Installazione D67 L21 - D67 L22 - D67 L23
D67 L21 - D67 L22 - D67 L23 installation
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5LL359 (max 16 D67L41)
 (max 8  D67L42)
 (max 5  D67L43)
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switchDIM
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D67 Zen
Installazione D67 L41 - D67 L42 - D67 L43
D67 L41 - D67 L42 - D67 L43 installation
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RGB CONTROL
OPTOTRONIC
OT RGB 3-CHANNEL DIM

COMMUTATORE (6 POSIZIONI) PER CAMBIO COLORE
ROTARY SWITCH (6 POSITION) FOR CHANGING COLOUR

M
AX 7 PCS

BARRETTA LED RGB 150mm (interna D67 ZEN)

LED RGB BAR 150mm (inside D67 ZEN)
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LED RGB BAR 150mm (inside D67 ZEN)

BARRETTA LED RGB 150mm (interna D67 ZEN)

LED RGB BAR 150mm (inside D67 ZEN)

BALLAST
ALIMENTATORE
OPTOTRONIC
OT 20/230-240/24

D67 Zen
Installazione D67 L41 - D67 L42 - D67 L43
D67 L41 - D67 L42 - D67 L43 installation

RGB CONTROL
OPTOTRONIC
OT RGB 3-CHANNEL DIM

COMMUTATORE (6 POSIZIONI) PER CAMBIO COLORE
ROTARY SWITCH (6 POSITION) FOR CHANGING COLOUR

M
AX 28 PCS

BARRETTA LED RGB 150mm (interna D67 ZEN)

LED RGB BAR 150mm (inside D67 ZEN)
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LED RGB BAR 150mm (inside D67 ZEN)
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LED RGB BAR 150mm (inside D67 ZEN)
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OT 75/230-240/24

D67 Zen
Installazione D67 L41 - D67 L42 - D67 L43
D67 L41 - D67 L42 - D67 L43 installation
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min. 1 max 4 pezzi D88 G05 99

max 1 pezzo D89 G05 99

ON/OFF
COLOUR

190..265V AC

5LL337

ON/OFF
COLOUR

190..265V AC

5LL337

min. 1 max 2 pezzi D88 G11 99

D88 Leto 
Installazione RGB
RGB Installation

min. 1 max 4 pezzi D88 G05 99

max 1 pezzo D89 G05 99

ON/OFF
COLOUR

190..265V AC

5LL337

ON/OFF
COLOUR

190..265V AC

5LL337

min. 1 max 2 pezzi D88 G11 99

D89 Kir
Installazione RGB
RGB Installation
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